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ENTERPRISE
PROFILE

Founded in Shenzhen in 2012, UGREEN is committed to bring more
digital products to customers. Thanks to the concerted efforts of all our
members over the past eight years, UGREEN has matured into one of the
industry innovators with strengthened capability of developing R&D,
design, manufacturing and brand marketing.

UGREEN products cover almost major digital industries, including
cellphone accessories, PC accessories and even extend to automotive
accessories, moreover, our product footprint has grown from the
domestic market to over 100 global markets. The wide-spreading

global layout consolidates both online and offline channels,

which also inspires us to create more for our customers. ﬁ ﬂ*
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DEVELOPMENT
HISTORY

2020

UGREEN still on the road...

2018

UGREEN established its own intellectual property rights (IPR)
system.

2016

UGREEN had its own comprehensive office building. Here, we
launched R&D activities, we sold products and we also
offered after-sales services. A new chapter had begun from
here.

2014

UGREEN began to integrated into the global market, develop-
ing Amazon markets in the US, UK, Germany and Japan,
meanwhile, UGREEN was always looking forward to your
participation.

2012

UGREEN was founded, championing the vision of “More For
You”: more real demands for you; more user experience for
you; more surprise & convenience for you.

2019

UGREEN struggled for a steady and sustained development,
achieving good results in category segmentation, channel
sinking, market expansion and organization optimizing.

2017

UGREEN continuously upgraded the existing products and
also released a series of big things like power bank. Following
more and more supports, UGREEN created sales of 10 million
on Double 11 Shopping Carnival. Besides, UGREEN also
speeded up its pace to be an international brand.

2015

UGREEN opened its flagship store on AliExpress. Still looking
forward to your participation.

2013

UGREEN was determined to explore 020 business mode, and
it successfully attracted a bunch of offline distributors and
offline agents, accelerating the development pace and
occupying a large part of market.
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North America

America, Canada, Mexico

COVERAGE

South America

Brazil, Argentina, Chile

Southeast Asia

Vietnam, Thailand, Malaysia, Indonesia
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4K HDMI

VGA

3.5mm Audio

RJ45 Ethernet

3XUSB3.0

Laptop:
MacBook / XPS / Surface Pro 7/Matebook /......

Tablet & Phone:

iPad Pro / Galaxy S20 / P30 PRO /...... USB-C PD

USB-C Multifunctional Converter
PID: CM179

=)
104

Single Hub, Handle More

ow
HDMI VGA 3.5mm PD
4K@30Hz 1080P@60Hz Audio Port Fast Charging
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USB-C 3.0 To 4 Ports Hub

PID: CM219

+ Input: USB-C Male

- Output: 4 X USB-A 3.0 Female
+ USB 3.0 speed up to 5Gbps

+ With micro USB power port

= ® @

4-Port Hub 5Gbps LED Indicator

\

USB-C 5-in-1 Multifunctional Converter

PID: CM136

+ Input: USB-C Male

+ Output: 3XUSB-A 3.0 Female+
HDMI+USB-C Female

-+ USB 3.0 speed up to 5Gbps
+ HDMI: 4K@30Hz
+ PD Power: 100W

5 ® @

4KHD 5Gbps PD3.0

03 | USB-C Docking Station
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USB-C 5-in-1 Multifunctional Converter

PID: CM195

+ Input: USB-C Male

+ Output: 3X USB-A 3.0 Female,
1XTF card slot, 1 X SD card slot

+ USB 3.0 speed up to 5Gbps
+ With micro USB power port

+ Support SD/TF card write and
read simultaneously

D ® @

4KHD 5Gbps PD 3.0

USB-C 7-in-1 Multifunctional Converter

PID: CM195
+ Input: USB-C Male

- Output: 3X USB-A 3.0+HDMI+SD/TF+PD

+ USB 3.0 speed up to 5Gpbs
+ HDMI: 4K@30Hz

+ Support SD/TF card write and
read simultaneously

- Support PD fast charging up to 100W

@

4KHD 5Gbps SD/TF

USB-C 8-in-1 Multifunctional Converter

PID: CM121

+ Input: USB-C Male

+ Output: 3XUSB-A 3.0 +HDMI+RJ45
Gigabit +SD/TF +PD

+ USB 3.0 speed up to 5Gbps

+ HDMI: 4K@30Hz

- Network access: 1000Mbps

- Support SD/TF card write and
read simultaneously

+ Support PD fast charging up
to 100W

5 @

4K HD 5Gbps 1000Mbps

USB-C 9-in-1 Multifunctional Converter

PID: CM179
+ Input: USB-C Male

+ Output: 3X USB-A 3.0+HDMI+VGA+RJ45+SD/TF +PD

+ USB 3.0 speed up to 5Gbps
+ HDMI: 4K@30Hz

+ VGA: 1080P@60Hz

- Network access: 1000Mbps

+ Support SD/TF card write and
read simultaneously

+ Support PD fast charging up to 100W

5 @

4KHD 5Gbps 1000Mbps

USB-C 9-in-1 Multifunctional Converter

PID: CM274

+ Input: USB-C Male

+ Output: 2XUSB-A 3.0 +HDMI+
VGA+RJ45+SD/TF+PD

+ USB 3.0 speed up to 5Gbps
+ HDMI: 4K@60Hz

+ DP: 4K@60Hz

+ VGA: 1080P@60Hz

+ Support HDMI&DP&VGA
port simultaneously use

- Network access: 1000Mbps

+ Support SD/TF card write
and read simultaneously

- Support PD fast charging
up to 100W

5 @

4K HD 5Gbps 1000Mbps

Dual USB-C 5-in-1 Multifunctional Converter

PID: CM251
+ Input: 2 X USB-C Male

+ Output: 3X USB-A 3.0 Female, 1 X HDMI,

1XUSB-C Female
+ USB 3.0 speed up to 5Gbps
+ HDMI: 4K@30Hz

+ Support PD fast charging up to 100W

+ Compatible with Thunderbolt 3

- Suitable for MacBook Pro&MacBook Air

4KHD Portable High Speed

USB-C Docking Station | 04



Wide Compatibility

Apply to varieties of USB devices

Card Reader Keyboard Mouse

Printer USB Fan

Perfect for Power-Hungry Devices Compact & Convenient

USB-A 3.0 4 Ports Hub

PID: CR113 i
'
1
Micro USB
4-Port Hub 5Gbps LED Indicator

USBHUB | 06



4-in-1 USB 2.0 Data Hub 4-in-1 USB 3.0 Data Hub with USB-C Plug USB 3 0 To Glgablt Ethernet Adapter

PID: CR106 - PID:CR113

PID: CM209

- Input: USB-A 2.0 Male . + Input: USB-A 3.0 Male with USB-C plug

+ Output: 4XUSB-A 2.0 Female S Output: 4 X USB-A 3.0 Female

-+ USB 2.0 speed up to 480Mbps + Support USB-C OTG function

+ Support 10TB hard drive -+ USB 3.0 speed up to 5Gbps -

+ With micro USB power port + Support 12TB hard drive QO%
+ Support micro USB 5V power port blhp:

+ LED indicators

Ethernet
Gigabit

=
4-Port Hub 480Mbps LED Indicator 4-Port Hub 5Gbps LED Indicator
4-in-1 USB 3.0 Data Hub - 4-in-1USB 3.0 Data Hub
PID: CM219 PID: CM207

+ Input: USB-A 3.0 Male : + Input: USB-A 3.0 Male

- Output: 4 X USB-A 3.0 Female : - Output: 4 X USB-A 3.0 Female
- USB 3.0 speed up to 5Gbps + USB 3.0 speed up to 5Gbps

- Support 12TB hard drive - Support 12TB hard drive

+ With micro USB power port + With micro USB power port

- ABS case+Metallic paint + Aluminium alloy shell

= (=

4-Port Hub 5Gbps LED Indicator : 4-Port Hub 5Gbps LED Indicator

07 | USBHUB




Universal Compatibility

Laptop Computer Smart Box

Network
Printer

09 | USB Ethernet Adapter

Easy Ethernet Connection
with LED Indicator

No Need For Driver:
Windows 8/10, Nintendo Switch

Driver Needed ( Package Included):
macO0S, Windows 7/XP, Linux

Micro USB 2.0 To 100Mbps Ethernet Adapter

PID: 30985

+ Input: Micro USB Port

- Output: RJ45 Ethernet Port

+ Micro USB 2.0 speed up to 480Mbps
+ Support 10/100Mbps network access
+ For Chromecast and Micro TV Sticks

100Mbps Stable LED Indicator
transmission

USB 3.0 To Gigabit Ethernet Adapter

PID: CR111

+ Input: USB-A 3.0 Port

- Output: RJ45 Gigabit Ethernet Port

-+ USB 3.0 speed up to 5Gbps

- Support 10/100/1000Mbps network access
+ LED indicators

UsSB 3.0 Gigabit LED Indicator
Ethernet

USB 2.0 To 100Mbps Ethernet Adapter

PID: CR110

+ Input: USB-A Port

+ Output: RJ45 Ethernet Port

+ USB 2.0 speed up to 480Mbps

+ Support 10/100Mbps network access
+ LED indicators

100Mbps Stable LED Indicator
transmission

USB 3.0 Hub with Gigabit Ethernet

PID: 20265

+ Input: USB-A Male

- Output 1: RJ45 Ethernet Port

- Output 2: 3XUSB-A Female

+ USB 3.0 speed up to 5Gbps

+ Support 1000Mbps network access
+ DC5V jack for power supply

USB 3.0 Gigabit LED Indicator
Ethernet

USB Ethernet Adapter | 10
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USB-C 3.1 To 2.5Gbps Ethernet Adapter

PID: CM275
Aluminium USB-C3.1 2.5Gbps
Case Ethernet

Compatible Systems

—

+ Windows7  + Windows 8

 Windows 0 ®
osxe

- Windows 10+ macOS

Enjoy Maximum Speed
Up to 2500Mbps

Download: 270MB/S
Upload: 280MB/S

USB Ethernet Adapter | 12



USB-C 2.0 To 100Mbps Ethernet Adapter © USB-C 3.1 Male To Gigabit Ethernet Adapter

PID: 30287 - PID:US236

+ Input: USB-C 2.0 Port * Input: USB-C 3.1 Genl Male

+ Output: RJ45 Ethernet Port © + Output: RJ45 Gigabit Ethernet Port

- USB-C 2.0 speed up to 480Mbps + USB-C 3.1 Gen1 speed up to 5Gbps

+ Support 10/100Mbps network access + Support 10/100/1000Mbps network access

- Support full duplex and half duplex
+ Support network remote wake function

100Mbps Stable LED Indicator : Gigabit 5Gbps LED
transmission : Ethernet Indicator
USB-C 3.1 To Gigabit Ethernet Adapter © USB-C 2.0 Hub with 100Mbps Ethernet
PID: CM199 - PID:20792
- Input: USB-C 3.1 Gen1 Male + Input: USB-C 2.0 Male
- Output: RJ45 Gigabit Ethernet Port : + Output 1: RJ45 Ethernet Port
-+ USB-C 3.1 Gen1 speed up to 5Gbps + Output 2: 3XUSB-A 2.0 Female
- Support 10/100/1000Mbps network access -+ USB 2.0 speed up to 480Mbps
+ Aluminium case : + Support 10/100Mbps network access

+ LED indicators

M.2 NVMe SSD Enclosure(10Gbps)

PID: CM238
- 2TB Large Tool-Free Short-Circuit
Gigabit Aluminium LED . 100Mbps Stable LED Indicator Capacity Protection
Ethernet Case Indicator transmission

13 | USB Ethernet Adapter
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M.2 B-Key SATA SSD Enclosure (5Gbps) © M.2 B-Key SATA SSD Enclosure (6Gbps)

PID: CM238 - PID:CM238
« Input: Micro USB 3.0 Female + Input: USB-C 3.1 Gen 2 Female
+ Output: M.2 B-Key (SATA 3.0 stand) - - Output: M.2 B-Key (SATA 3.0 stand)

+ SATA 3.0 speed up to 6Gbps

+ Micro USB 3.0 speed up to 5Gbps
+ Support M.2 (NGFF) M+B-Key SSD
« Built-in ESD protection circuit
+Upto2TB

+ Aluminium case

+ SATA 3.0 speed up to 6Gbps

+ USB-C 3.1 Gen 2 speed up to 10Gbps
+ Support M.2 (NGFF) M+B-Key SSD

+ Built-in ESD protection circuit

+ Upto2TB

+ Aluminium case

@ Slide the back cover @ Put the SSD in
USB 3.0 To 2.5" SATA Hard Drive Enclosure - USB-CTo 3.5"/2.5" SATA Hard Drive Enclosure
PID: CM237 PID: CM301
« Input: Micro USB 3.0 Female Co Input: USB-C 3.1 Gen 2 Female
« Output: (7+15) SATA + Output: (7+15)Pin SATA 3.0 port
« Built-in ESD protection circuit © * SATA3.0 speed up to 6Gbps

+ USB 3.1 Gen 2 speed up to 10Gbps
+ Upto 16TB

+ DC12V jack with 12V/2A
power adapter

+ Support UASP transfer protocol
+ USB 3.0 speed up to 5Gbps

® Insert the fastener Soft TPU fastener, secure your SSD in place

USB 3.0 To 2.5" SATA Adapter Cable © SATA 3.0 Data Cable

PID: CM321 © PID:US217

+ Straight to straight

+ SATA 3.0 interface

+ Speed: 6Gbps

+ Double-buckles design on heads

+ Flame retardant material ’

Hard Drive Accessories | 16

« Input: USB-A 3.0 Male
« Output: (7+15)Pin SATA 3.0 port

Compatible with 4 Different Sizes of + SATA 3.0 speed p to 6Gbps
M.2 M-Key & M+B Key PCle NVMe SSD o o s
+Upto6TB

- M22230 - M22242 - M22260 - M2 2280

15 | Hard Drive Accessories



Superb Performance Wide Application

Triple-layer shields ensure a stable signal transmission Attention: Two computers connecting to each
other is unavailable

Tinned copper core

GND | ) ]

Laptop Computer Smart TV~ USBin Car

Aluminium foil

Braid

Protective PVC Radiator ~ Set-top Box Hard Drive HDD/SDD Case

@ B Q O]

Wacom Car MP3 WebCam Camera

USB 3.0 Male To Male Cable

1000+ PVC

PID: US128 Lifespan Flexible &
Unbreakable
Plug&Play Gold-Plated 5Gbps

17 | USB Cable & Adapter
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USB 3.0 Male To USB-C 3.1 Female Adapter USB-A 3.0 Male To Female Extension Cable

Mini USB Charging Cable - USB 2.0 Male To Male Cable

PID: US132 © PID:US102 PID: US276 PID: US129

+ Speed up to 480Mbps

+ Gold-plated connector

« Environmentally friendly
+ 3m with magnetic ring

Plug &Play Gold-Plated

USB 2.0 Male To Female Extension Cable

PID: US103

+ Speed up to 480Mbps

+ Nickle-plated connector
- Multiple shielding design
+ Environmentally friendly

@)

Plug & Play 480Mbps

19 | USB Cable & Adapter

- Speed up to 480Mbps

- Tin-plated copper core

+ OD:4.5mm

+ Multiple shielding design
- Environmentally friendly

Plug & Play 480Mbps Nickel-Plated

USB 2.0 A/M To BM Printer Scanner Cable

PID: US135

- Input: USB-A Male

- Output: USB-B Male

- Gold-plated connector

- Speed up to 480Mbps

* 3m single magnetic ring
- 5m double magnetic ring

Plug & Play Gold-Plated 480Mbps

+ Input: USB 3.0 Male

« Output: USB-C 3.1 Genl Female

+ Speed up to 5Gbps(200MB/S)

« Support 3A current(for mobile charge)

- Standard 56KQ pull-up resistor contained
+ Aluminium alloy case

USB 3.0 Aluminium 5Gbps
Case

USB-A 3.0 Male To Micro USB 3.0 Male Cable

PID: US130

- Input: USB-A 3.0 Male

- Output: Micro USB 3.0 Female

+ Function: Charging & Data Sync
+ Support 4TB hard drive

- Speed up to 5Gbps

+ Multiple interior shielding

Plug & Play Gold-Plated 5Gbps

- Input: USB-A Male

- Output: USB-A Female

- Gold-plated connector

- Speed up to 5Gbps

- Tin-plated copper core

+ Multiple interior shielding

Plug & Play Aluminium 5Gbps
Case

USB-A 3.0 Male To USB-B 3.0 Male Cable

PID: US210

+ Input: USB-A 3.0 Male
- Output: USB-B 3.0 Male

- Support print machine, hard drive,
Blu-ray device, Webcam, camera etc.

- Support 4TB hard drive
- Speed up to 5Gbps
+ Support 2A current

USB 3.0 Plug & Play 5Gbps

USB Cable &Adapter | 20



Wide Compatibility Hi-Fi Sound Effects

Plug and play, no drivers needed.

5V Power Cable
Tinned Copper GND Cable

PC Laptop

Tinned Copper Signal Cable
Mac Mini PS4

Aluminium Foil

@

Headphone Earphone
Q
Microphone Speaker

Dual Channel
Voice Synchronization
Microphone Jack Compatibility

USB-A External Stereo Sound Adapter

PID: US205

® ¥ ®

Plug&Play Stereo Sound Support MIC
Effects

21 | USB Converter USB Converter | 22




USB-A External Stereo Sound Adapter

PID: US206

+ Input: USB-A Male

+ Output: 3.5mm AUX jack(Mic & Ear);

+ Sampling rate: 44.1K/48K/96K/192KHz, 16/24 bit
+ SNR: 94dB

« Frequency response: 20Hz-20KHz

Plug&Play Stereo Sound  Support MIC
Effects

USB-A 2.0 2X 4 Sharing Switch Selector

PID: US216

+ Input: 2 X USB-A Port for computer
+ Output: 4 X USB-A Port for device

- Speed up to 480Mbps

+ Micro USB power port 5V

Plug&Play 480Mbps USB 2.0

23 | USB Converter

USB External Stereo Sound Adapter

PID: CM129

« Input: USB-A 2.0 Male

« Output 1: 3.5mm green port for earphone

« Output 2: 3.5mm red port for microphone

+ Output 3: 3.5mm CTIA 4-pole combo
mic/headphone jack

+ With function of disabling headphone
and MIC and volume control

Plug&Play Stereo Sound  Support MIC
Effects

USB-A 3.0 2X4 Sharing Switch Selector

PID: US216

« Input: 2 X USB-A Port for computer
+ Output: 4 X USB-A Port for device

-+ USB 3.0 speed up to 5Gbps

« Micro USB power port 5V

® ®

Plug&Play 5Gbps USB 3.0

USB-C TF/SD 4.0 Card Reader

PID: CM265
(.26% ‘ ‘
Mbps
4.0 SD Card Simultaneous USB-C
Slot Use

Plug&Play

USB Card Reader | 24



2in 1 USB-C Card Reader

simultaneously read and write on two cards,
512GB max read capacity.

ﬁ e
=z

micro SD micro SDHC  micro SDXC

=
xc

sD SDHC SDXC

n

MMC micro RS MMC

Super Speed Data Transmission
compatible with SD/TF 4.0 card, 3 times faster than SD/TF 3.0

25 | USB Card Reader

Perfect Compatibility for
USB-C Devices

PC Phone

MacBook Pro Samsung Note 10
Mac mini Xiaomi 9

HUAWEI MateBook HUAWEI P30/P20
HP EliteBook Honor 20
LenovoYOGA ...

USB 3.0 Card Reader for TF/SD

PID: CM264

+ Input: USB-A 3.0 Male

+ Output: TF/SD 3.0 card slot

+ Support memory cards simultaneous write and read
+ Memory card transfer speed:~95MB/S

+ 512G measured, theoretical support 2TB

2IN1 Plug &Play 2TB

4-In-1 USB 3.0 Card Reader

PID: CR125

« Input: USB-A 3.0 Male

+ Output: TF/SD/MS/CF 3.0 card slot
+ Support memory cards write and read simultaneously
+ 512G measured, theoretical support 2TB
+ Do not support the CF Il card

+ SD/TF card transfer speed:~95MB/S

4IN 1 Plug & Play 2TB

4-In-1 USB 3.0 Card Reader

PID: CM180

+ Input: USB-A 3.0 Male
+ Output: TF/SD/MS/CF 3.0 Card Slot

+ Support memory cards write and read simultaneously
+ SD/TF card transfer speed:~95MB/S

+ 256G measured, theoretical support 2TB

+ Do not support the CF Il card
+ Aluminium alloy shell

& © @

4IN1 Plug & Play 218

USB-C +USB-A to TF/SD Card Reader

PID: CM184

+ Input 1: USB-C 3.1 Gen 1 Male

- Input 2: USB-A 3.0 Male

- Output: TF/SD 3.0 Card Slot

+ USB-C 3.1 Gen 1 speed up to 5Gbps

-+ USB 3.0 speed up to 5Gpbs

+ Memory card transfer speed:~95MB/S

+ Support memory cards for
simultaneous write and read

+ 512G measured, theoretical support 2TB

-

5Gbps Plug & Play 2TB

USB Card Reader | 26



SuperSpeed Charging

| Fast charge your power delivery laptop
or phone up to 100W.

(1111p 2 Hours

MacBook Pro
Safe and Reliable 40Gbps Max Data Transfer Speed
ORTRO
Short-circuit Over Current Over Voltage Over Charge
Protection Protection Protection Protection

Thunderbolt 3 Cable

PID: US341
=)
100W
5K HD 40Gbps PD Fast Charging

27 | USB-C Cable & Adapter USB-C Cable & Adapter | 28




USB C 3.1 Extension Cable Micro USB 3.0 To USB-C 3.1 3A Cable USB-C To HDMI Cable

PID: 40574 © PID:US312

+ Input: USB-C 3.1 Gen 1 Male + Input: USB-C 3.1 Gen 1 Male
+ Output: USB-C 3.1 Gen 1 Female © + Output: Micro USB 3.0 Male
+ Speed up to 5Gbps i + Support 4TB hard drive

« 3A faster charging (PD 60W) + Speed up to 5Gbps
+ 5V3Afast charging
+ Multiple interior shielding

PID: MM142

+ Transmit audio and video simultaneously
+ Support 4K@60Hz

Wide Plug & Play HDMI
Compatibility 4K@60HZ

®® @®®

4KHD  PDFastCharging  5Gbps : Plug & Play 418 5Gbps
USB-A 2.0 To USB-C Data Link Cable - USB-C 2.0 To USB-B 2.0 Print Cable
PID: US318 . PID:US241
- Input: USB-A Male © +Input: USB-C Male
+ Output: USB-C Female © -+ Output: USB-B 2.0 Male
+ Speed up to 480Mbps + Speed up to 480Mbps

« Transfer data between
two computers

USB2.0 High-speed Plug & Play :
Transfer USB 2.0 480 Mbps Plug & Play
Inltsitsftefs
S

USB-C Cable & Adapter | 30
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Source Devices

MacBook Pro/Air
Dell XPS 15/13

Surface Book 2

Laptop Tablet

Target Devices

o o [

Projector Monitor

Superior Quality

Aluminium Case

31 | USB-C Cable & Adapter

TV

iPad Pro 2020/2018
Samsung Galaxy Tab S6/S5e
Surface Go

Samsung Galaxy $20/S10/SG
HUAWEI P40 Pro/P30/P20

HTC ULL
Phone

Metal Plug

Nylon Braided

USB-C To HDMI Female Adapter © USB-C To DP Cable

PID: CM297 - PID: MM139

+ Input: USB-C Male © +Input: USB-C Male

+ Output: HDMI Female : - Output: DP Female

+ Support 4K@60Hz/2K@144Hz + Support 4K@60Hz

+ HDMIv2.0, support 3D .+ Support mirror mode and

extended mode

+ Aluminium case
+ Gold-plated connector

OAOND = ® @

Wide Plug & HDMI © 4K@60HZ  Plugd Wide
Compatibility Play 4K@60HZ . Play Compatibility
USB-C To DP Female Adapter - USB-C To Mini DP Female Adapter
PID: US321 PID: CM236
- Input: USB-C Male © +Input: USB-C Male

- Output: DP Female + Output: Mini DP Female

- Support 4K@60Hz/2K@144Hz + Support 4K@60Hz
+ Support HPD(hot plug detection) © + Support mirror mode and

+ Support Samsung DEX Mode extended mode
+ Aluminium case

0@ @ @e®

HDMI : Wide Plug& HDMI

Wide Plug&
4K@60HZ

Compatibility Play 4K@60HZ . Compatibility Play

USB-C Cable &Adapter | 32



Easy to Use

Real-Time Audio Sync
(o) with aptX LL

Eliminate the lag and ensure a smooth gaming

aptX Low
Latency

P Do X © Bluetooth’

Set your Bluetooth earphone to Press and hold the button for 3s to turn it
Bluetooth pairing status. on, the light flashes white once every 5s.

NINTENDO

SWITCH

Plug into this unit, and press the button Pairing is established once the light
twice into pairing mode, the LED indicator ~ flashes white once every 10s.
flashes red and blue.

33 | Bluetooth Bluetooth | 34



USB-A Bluetooth Adapter - Bluetooth Receiver Audio Adapter

PID: US192 - PID:CM123

sion: Bluetooth ¢ - Version: Bluetooth 5.0

« Output: Female R/L audio and 3.5mm port
+ Bluetooth Protocol: AVRCP/A2DP

« Transmit Range: up to 10m/33ft

« Battery C ity: 3.7 0mAh

+ Operating Time: up to 8 hours

- Transmission rate: 3Mbps : - Micro USB Port for p

+ Do not support APPLE de\

+ Bluetooth protoc
HFP/HSP/H2D/FTP

ort four Bluetooth dev

Bluetooth Transmitter Audio Adapter . Bluetooth Transmitter Audio Adapter
PID: CM107 " PID:CM150

ersion: Bluetooth 5.0 « Version: Bluetooth 5.0

« Input: fiber optic plug

+ Bluetooth protoc
X certification

oint connectior . on:
+ Transmitra

Bluetooth Transmitter & Receiver Bluetooth Transmitter & Receiver

PID: CM108 " PID:CM144 a3 ;

— - Toslink Optical Male To Male Audio Cable
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rsion: Bluetooth 5.0
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+ Bluetooth protocol: AVRCP/A2DP
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e - Gold-plated SeEE HiFi
kg 0 C Optical Interface

« Input: 3.5mm port and fiber optic jack ; Gy =
« Bl th protoc 3 1 - !

: ok B PID: AV108
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3.5mm Male To Male Angled Flat Cable

PID: AV119

+ Straight to angle

- Enamelled copper wire core
- HiFi stereo sound quality

- Gold-plated connector

+ Environmental-friendly &
elastic TPE

6.35mm Male To 6.35mm Male Cable

PID: AV128

+ Pure copper core

- Gold-plated connector

+ Internal shielding

- HiFi stereo sound quality
- Zinc alloy case + Braid

3.5mm Male To Dual 3.5mm Female Headset Splitter

PID: AV141

- Input: 3.5mm Male

- Output 1: 3.5mm Female for MIC

- Output 2: 3.5mm Female for earphone
- Enamelled copper wire core

- HiFi stereo sound quality

+ Environmental-friendly & elastic TPE 3//
\ g
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3.5mm Male To 6.35mm Male Cable

PID: AV127

+ Pure copper core

+ Gold-plated connector

+ Multiple internal shielding
« HiFi stereo sound quality
« Zinc alloy case + Braid

3.5mm To Dual 6.35mm Male Cable

PID: AV126

+ Pure copper core

+ Gold-plated connector

+ Multiple internal shielding
« HiFi stereo sound quality
« Zinc alloy case + Braid

Dual 3.5mm Male To 3.5mm Female Audio Cable

PID: AV140

« Input 1: 3.5mm Male for MIC

« Input 2: 3.5mm Male for earphone
- Output: 3.5mm Female

+ Enamelled copper wire core

+ HiFi stereo sound quality

« Environmental-friendly &
elastic TPE

&,

3.5mm Male To Female Audio Cable

PID: AV118

+ Enamelled copper wire core

+ Gold-plated connector

+ Support MIC

+ Threaded aluminium case Braid

XLR Male To Female Cable

PID: AV130

« Full copper wire core
« High fidelity
+ Gold-plated connector

« Environmental-friendly
jacket

6.5mm Male To 3.5mm Female Adapter

PID: 20503

« Lossless sound quality
+ Copper alloy

+ Gold-plated connector
+ Plug and play

3.5mm Male To 2 RCA Male Cable

PID: AV116

+ 28AWG tin-plated copper core
« Internal shielding design

+ Gold-plated connector

+ Copper alloy shell

2.5mm Male To 3.5mm Female Adapter

PID: 20501

+ Anti-interference
+ Gold-plated connector
+ Plug and play

Digital To Analog Audio Converter

PID: 30523

+ Input port: 1 X Coaxial, 1 X Toslink
- Output port: RCAL/R +3.5mm
+ Support sampling rate of 32KHz~192KHz

+ Electronic noise reduction
and signal gain technology
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Stable Transmission with
N Multiple Shielding
Ultra Durability

1000+ bend lifespan for everlasting P
durability A

HDMI 2.1 Male To Male Cable

PID: HD135

8K@60Hz 3D Vision Premium Zinc-Alloy Case

Prevents scratches and rust,
more durable

Tinned Copper

Al-Mylar

Aluminum Foil

shielding
i i : Braid
High Quality Nickel- -
Plated Connector nsulation
For optimal signal transfer
Nylon Braid

Perfect Support All Devices with HDMI

Source Devices

PS4 PC Xbox One/360

4
<

@

e}

<

o

=

S

Blu-ray Player

Target Devices

g
)
O

Projector Display v
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Wireless Display Dongle

PID: CM242

« Video output: HDMI Male
+ Mirror mode and extended mode
« WiFi working frequency: 2.4G or 5G

« Support 802.11a/b/g/n/ac
protocol standard

« Resolution: 4K X 2K@30Hz
« Power supply: Micro USB 5V £ 5%

« Support Android /i0S
and other systems

Micro HDMI Male To HDMI Male Cable

PID: HD127

« HDMI 2.0

« Wire core: tin-plated copper
+ Support 3D

+ 1-2m: 4K@60Hz

« 3m: 4K@30Hz

Micro + Mini HDMI Male To HDMI Female Adapter

PID: 20144

- 1080P
+ Gold-plated connector
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- HDMI Female To Female Adapter

© PID:20107

-+ Total extension length: <20m(Max) * o o B .

© - Total length<3m, -

Tt sppon estne HDMI 2*1 Bi-Directional Switcher
i + Others 1080P

HDMI 2.0 Flat Cable

PID: EDO15

+ 1.5m-3m support 3840*2160@60Hz
+ 5m support 3840*2160@30Hz

+ 30AWG tin-plated oxygen-free copper
+ 0D:2.8"11.5mm

+ Gold-plated connector

Mini HDMI Male To HDMI Female Adapter Cable

PID: 20137

+ Multiple shielding
+ TMDS signal transmission
technology

+ Gold-plated connector
+ 4K@30Hz

PID: CM217
) @
2IN1 4K/3D One-click

Switch
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HDMI Male To DVI (24+1) Round Cable - bvi (24+1) Male To HDMI Female Adapter

HDMI 2 In 1 Out Switch PID: HD106 PID: 20124

+ Two-way conversion
+ 1-5m: 30AWG OD7.3mm
+ 1-5m: 1080P@60Hz

+ Interconvertibility
+ 1080P@60Hz
+ Gold-plated connector

Easy switch between two devices

Desktop Nintendo Switch Sky Q Box

®
&

TV Box/TV Stick PS4/PS3 Xbox One

HDMI To VGA+3.5mm Audio Converter - HDMI+USB Port To DP Converter
0 @ PID: MM103 " PID: MM107
LD + Input: HDMI Male+Micro USB Port + Input: HDMI Male

- Output: DP Female
+ Support 4K@30Hz/1080P@60Hz
- USB port for power supply

« Output: VGA Female+3.5mm Audio
+ 1920*1080@60Hz(Max)
+ Micro USB port for power supply

Projector HDTV Monitor

Portable and Compact HDMI 2.0 3*1 Switcher © HDMI 2.0 4*2 Matrix Switcher & Splitter
Portable and compact design PID: CM188 © PID:CM288
Easy to set up without taking up much spaces :

* Input: 3*HDMI : + Input port: 4 X HDMI

- Output: 1*HDMI © - Output port: 2X HDMI;

1X3.5mm jacket; 1 X S/PDIF

+ Switch mode: two monitors
display different views

+ Splitter mode: two monitors
display the same views

+ Resolution up to 4K X 2K/60Hz |
+ Infrared remote control /

+ HDMI 2.0 version

+ Supports < 5m 28AWG 4K@60Hz

+ Supports < 12m 26AWG 4K@30Hz

+ Supports < 20m 24AWG 1080P@60Hz
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DP Cable & Converter

PID: DP112

by 8K
@ Displayport INPUT °

HDR 32.4Gbps 8KHD 3D Vision E - =

Laptop Graphics Host

Displayport OUTPUT °*

] =o &

Projector Monitor

Multi-layer
Shielding Resistes EMI

Al-Maylar

Aluminium foil

Braid screen
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DP 1.2 Male To Male Cable . DP Male To VGA Male Cable

PID: DP102 - PID: DP105
+ 28AWG tin-plated copper -+ 1080P@60Hz
OD 7.3mm

+ Multiple internal shielding

+ Multiple internal shielding + Gold-plated connector

« Length: <3m support 4K@60Hz;
2K@144Hz

+ Length: 5m support 4K@30Hz
« Support 3D

DP Male To VGA Female Converter : DP Male To HDMI Male Cable
PID: DP109 PID: DP101
« Input: DP Male © - Im-5m: support 4K@30Hz
- Output: VGA Female ¢+ 28AWGOD7.3mm
+ Without audio output © + Wire core: tin-plated copper
+ 19201080 @60Hz + Multiple internal shielding
+ Multiple internal + Gold-plated connector
shielding
DP Male To HDMI Female Converter . DP Male To DVI (24+1) Male Cable
PID: MM137 . PID: DP103
* Input: DP Male © - Support 1920*1080@60Hz
oupuDMFenale - 2sw60073mm Cat 8 CLASS | S/FTP Round Ethernet Cable
. zor z

) + Wire core: tin-plated copper
+ Supports long distance « Multiple internal shielding
transmission with HDMI cable

up to 10min a total

PID: NW121

© @ @

Stability Durability 25Gbps
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Super Performance

Multi-protection ensures less signal loss and higher
speed transmission

8P8C GOLD PLATED CONTACTS

More stable, more durable

M xs
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Cat 5 U/UTP Ethernet Cable

PID: NW103

- U/UTP

+ Conductor: 26AWG copper clad aluminium
+ OD:5.5mm

+ Ethernet speed: 100Mbps

+ Channel bandwidth: 125MHz

+ Stranding method: 8-core twisted pair

Tinned Copper

Aluminium Foil

b A= O
Cat 6 U/UTP Flat Ethernet Cable
PVC Jacket PID: NW101
« U/UTP

- Conductor: 32AWG oxygen-free copper
+ Ethernet speed: 1000Mbps

+ Channel bandwidth: 250MHz

+ Stranding method: 8-core twisted pair

Diverse Occasions

+ Transmission rate: 10Gbps
+ Broadband: 600MHz
+ Stranding method: 8-core twisted pair

N 4/ / + Stranding method: 8-core twisted pair
G o f
“Z

Cat 6 U/UTP Ethernet Cable

PID: NW102

- U/UTP
+ Conductor: 26AWG copper clad aluminium
+ OD:6mm
+ Connector: gold-plated pure copper
: + Ethernet speed: 1000Mbps
\\\ + Channel bandwidth: 250MHz

® Black Blue

Cat 6a U/UTP Ultra-Slim Ethernet Cable

PID: NW122

- U/UTP

- Conductor: 32AWG pure copper

+ OD:2.8mm

+ Transmission rate: 10Gbps

+ Broadband: 500MHz

+ Stranding method: 8-core twisted pair

Cat 7 F/FTP Ultra-Slim Ethernet Cable . Cat 8 CLASS | F/FTP Round Ethernet Cable
PID: NW149 PID: NW153

- F/FTP - F/FTP

+ Type: Cat 7 + Type: Cat 8 CLASS |

+ Conductor: 34AWG pure copper + Wire core: 30AWG pure copper

+ OD:4.0mm + OD: 5.5mm

+ Transmission speed: 25Gbps
+ Broadband: 2000MHz
+ Stranding method: 8-core twisted pair
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VGA Male To Male Cable

PID: VG101
Mirort anti- D Multi-layer Protection
Extended electromagnetic 1080P Stable transmission without distortion
Mode Interference @60Hz

Bare Copper Aluminium Foil ~ Braid ~ PVC Jacket

Universal Compatibility

Wide compatible with all VGA devices

Input devices

Computer Set-Top Box Graphics Card

Output devices

Projector v Monitor
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VGA Male To HDMI Female Converter © VGA 2 *1 Switcher

PID: CM269 PID: MM126
« Input: VGA Male + Input: 2*VGA i -
+ Output: HDMI Female © + Output: 1"VGA / . PID: MD115

HDMI VGA Aluminium
4K@30Hz 1080p@60Hz Case

+ 1080P@60Hz; Support DDC
+ Support 16m long distance transmission
+ 1m USB cable for power supply

« Audio input: 3.5mm stereo port

« Power supply: Micro USB port 5V/1A
+ 1080P@60Hz

+ Do not support EDID

-

VGA 2*1 KVM Switcher - DVI(24+1) Male To Male Cable
PID: 30357 PID: DV101

« Input: 2XVGA port; 2 X USB-B 2.0 Female Co Multiple shielding protection

+ Output: 1 XVGA port; 2 X USB-A 2.0 Female . - Ferrite core anti-interference

+ Maximum resolution up to 1920*1440 -+ Length=3m: support 2K@60Hz

+ Control two computers using a single device : -+ Length>3m: support 1080P@60Hz

+ Gold-plated connector

+ Wire core: tin-plated
oxygen-free copper

+ Press-button for easy switching

DVI (24+1) Male To VGA Female Active Converter . DVI (24+5) Male To VGA Female Converter
PID: MM108 PID: 20122

« Input: DVI (24+1) Male + Support 1080P@60Hz

- Output: VGA Female © « Support dual display

+ One direction + Gold-plated connector

+ 1080P@60Hz(Max)

+ VGA cable length: up
to 20m with 24AWG
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Mini DP Male To Male Cable

PID: MD111

+ 32AWG tin-plated copper
« Resolution up to 4K@60Hz

« Support mirror mode and
extended mode

+ Gold-plated connector

Mini DP To HDMI Female Converter

PID: MD112

« Support 1080P or 4K@30Hz
+ Wire core: tin-plated copper
+ Multiple internal shielding

Mini DP Male To DVI (24+1) Female Converter

PID: 10402

+ Resolution up to 1080P@60Hz
+ Support mirror mode and extended mode

+ Passive mode, do not support
AMD Eyefinity
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Mini DP To DP Cable

PID: MD105

+ Support resolution up to 4K
+ 32AWG tin-plated copper

+ Multiple internal shielding

+ Bi-directional transfer

+ Support mirror mode and
extended mode

Mini DP To VGA Female Converter

PID: MD107

+ Resolution: 19201200/ 1080P
+ Wire core: tin-plated copper

+ Multiple internal shielding

+ Aluminium case

Mini DP To HDMI/ VGA / DVI (24+1) Converter

PID: MD114

« Input: Mini DP

+ Output: HDMI/ VGA/ DVI (24+1) Female
+ VGA port: 1080P@60Hz

+ DVI (24+1) port: 1080P@60Hz

+ HDMI port: 4K*2K@30Hz

+ Only HDMI port support audio

USB-A 2.0 To DB9 RS-232 Male Adapter Cable

PID: CR104

® @ &

Wide
Compatibility

Plug&
HEW

24K Gold-Plated
Connector




USB-A 2.0 To DB9 RS-232 Female Adapter Cable - USB-C 2.0 To DBY RS-232 Male Adapter Cable

PID: CR104 © PID:CM253

+ Chipset: PL2303 - Chipset: PL2303

+ Speed up to 1Mbps - Speed up to 1Mbps

+ Support remote wake and : + Support remote wake
power management : and power management

« Support full automatic
handshake protocol

- Support full automatic
handshake protocol

® 000

Widest RS232 Plug& . Wide Signal Anti-
Compatibility Play : Application Stability interference
USB-A 2.0 To DB25 Female Parallel Print Cable © USB-A2.0 To CN36/IEEE1284 Female Parallel Printer Cable
PID: US167 © PID:CR124
+ Chipset: PL2305 - Chipset: PL2305

- Speed up to 12Mbps
+ Driver-Free
+ Only for print machine

- Compliant with USB 2.0 and IEEE 1284
- Speed up to 12Mbps

- Support both OHCI and UHCI standards
+ Driver-Free

- Only for print machine

USB 2.0 12Mbps DB25 : USB3.0 12Mbps CN36
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Hard Drive & Accessory Multi-functional Storage Bag
PID: 40707

@ ©

Big Capacity Wear-resisting Anti-shock
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Universal Cable Management Box

PID: LP110

- Store power strips and wires perfectly
« Three convenient outlets
+ Dimension:
S Size=L278mm X W128mm X H130mm
L Size=1425mm XW175mm X H155mm
+ Material: ABS

+ Application: living room, desktop,
homeoffice, kitchen, etc.

6s) (H) (H

buckle bulk four collection
design storage holes

Foldable Desktop Laptop Stand

PID: LP230

- Suitable for 11-17 inch laptop
+ 87-131mm height is adjustable

- Stable structure, bearing capacity of 20kg

+ Skid and scratch protection design

Heat-dissipating ~ Adjustable Foldable
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Laser Projection/Flip Pen

PID: LP180

+ Work frequency: 2.402-2.480GHz
+ Control distance: 100m

« Laser distance: >200m

- Battery type: AAA battery

« Support hyperlinks, switch windows,
volume control

- Compatible interface: USB-A port

+ USB power supply
voltage: 4.75V-5.25V

Laser 100m Control ~ 2.4G Wireless
Distance Distance Connection

38-in-1 Aluminium Alloy Screwdriver Set

PID: CM372

+ Product Details:

MDAluminium Alloy Handle: L 94mm

Magnetic Extension Bar: L 60mm
(3Screw Bits Dimension: L 28mm

« Screw Bits Dimension (4X28mm)

+ The front end of the handle with
magnetical design can hold the
bits and magnetize the screws.

+ Chrome vanadium steel forging
and heat treatment, the screw
bits are durable.

®

Magnetic Aluminium Complete
Screwdriver Alloy Disassembling
Set Head Handle Tool




